
	Features
	HP 5406 (v2)
	NEC PF5820
	IBM G8264
	Brocade MLXe
	Brocade CES 2024

	IP src/dst match in hardware for IP ethertype
	Yes (MAC address must not be specified) [1]
	Yes
	Yes [3]
	Yes (in layer3 mode), No (in layer2 mode) [2]
	No [2]

	VLAN ID matching in hardware
	Hybrid: N/A, Aggregation: Yes (if no other L2-L4 match fields set) [1]
	Yes
	Yes [3]
	Yes [2]
	Yes [2]

	Matching all non-IP ethertypes
	Yes (if no L3-L4 matches set) [1]
	Yes
	Yes [3]
	Yes (in layer2 mode) [2]
	Yes [2]

	MAC address rewrite
	Yes (in software) [1]
	Yes
	Yes
	Yes [2]
	No [2]

	IP address rewrite
	Yes (in software) [1]
	No
	No
	No listed support [3]
	No listed support [3]

	Hybrid mode support
	Yes (VLAN-based) [1]
	No (port-based may be planned)
	No (port-based planned)
	No (port-based planned) [2]
	No (port-based planned) [2]

	Per-packet and per-byte Flow stats
	Only per-packet for hardware flows
	Yes
	Yes
	Yes (specific linecards) [2]
	No (per-packet only) [2]

	All Port stats
	At least some supported
	At least some supported
	At least some supported
	Yes [2]
	No (some supported, see [2])

	Slice ARP by IP
	Yes (in software) [1]
	No (can match nw src, not nw dst)
	No (can match nw src, not nw dst)
	No
	No

	Wildcarded match fields in hardware
	Yes (see [1] for details)
	Yes
	Yes
	Yes
	Yes

	Set VLAN ID
	Hybrid: No, Aggregation: Yes (in software) [1]
	Yes
	Yes
	Yes [2]
	Yes [2]

	Strip VLAN
	No [1]
	Yes
	yes
	Yes [2]
	Yes [2]

	Rewrite TCP/UDP port
	Yes (in software) [1]
	No
	No
	No listed support [2]
	No listed support [2]

	Respects flow priorities
	No
	Vendor says  yes, some corner cases
	Vendor says yes, some corner cases
	Vendor says yes, currently untested
	[bookmark: _GoBack]Vendor says yes, currently untested

	Support for queues and ENQUEUE action
	No ENQUEUE support [1]
	No ENQUEUE support
	No ENQUEUE support
	No ENQUEUE support listed [2], features reply says it is supported
	No ENQUEUE support listed [2]
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